
eVolution STREAM XT Corded MultiMedia Keyboard

Models may vary from the image shown

Extraordinary resilience

The STREAM XT corded keyboard from CHERRY is stylish,
sturdy and makes little noise. Even fluids do not affect the
functionality of the keyboard. You can begin working
straightaway with no software installation.

Key benefits
• Spill resistant - not sensitive to fluids
• Plug & Play for easy commissioning with no software
  installation
• Ultra-flat ergonomic top-design for fatigue-free work
• Ultra silent. Whisper keystroke for low-noise typing
• 6 HotKeys for comfortable volume control and the most
  important Mediaplayer functions
• Standard keyboard layout (including cursor and number
  block)
• incl. adapter for PS/2 interface
• GS approval
• Distinguished with the Blaue Engel environmental label and
  the AGR seal of approval for ergonomic, back-friendly work.

Technical Data:
Layout (country or language):
Product dependant, see table "Models"
Housing colour:
Product dependant, see table "Models"
Key colour:
Product dependant, see table "Models"
Weight (product):
approx. 936 g
Total weight (with packaging):
approx. 1205 g
Cable Length:
approx. 1.80 m
Storage Temperature:
-20°C to 65°C

Operating Temperature:
0°C to 40°C
Current Consumption:
typ. 15 mA
Interface:
• USB (PS/2 via adapter)
Product approvals:
• cURus
• c-tick
• GOST-R
• VCCI
• CE
• FCC
• TÜV/GS
System requirements:
• USB or PS/2 connection
Delivery Volume:
• eVolution STREAM XT Corded MultiMedia Keyboard
• Adapter (USB socket on PS/2 plug)
• Operating instructions in hard copy
Dimensions (product):
approx. 472 x 176 x 18 mm
Packaging dimensions:
approx. 485 x 220 x 30 mm
Reliability:
• MTBF > 80,000 hours
Keyboard:
• Key technology: SX
• Service life, standard key: > 10 million key operations
• Inscription layout: Standard
• Number of Keys: Product dependant, see table "Models"
Packaging Unit:
• Number of products in the master package: 6
• Number of master packages per pallet: 28
Warranty:
3-year limited manufacturer’s guarantee

Errors, technical changes and delivery possibilities excepted.
Technical information refers only to the specifications of the
products. Features may differ from the information provided.
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