
Specifications       STP-103  

Printing Method Direct Thermal 

Print Speed Max. 50 mm/sec (11.8Lines/sec) 

Resolution 203 DPI (8 dot/mm) 

Character size 
Font A:12 x 24 

Font B: 9 x 24 

Character per line 
Font A: 32 

Font B: 42  

Character Set 

Alpha Numeric Character: 95  

Extended Graphics: 128 X 7 (1 Space Page) 

International Characters: 32 

Character Size 
Font A: 1.25 x 3 mm (12 x 24 dots) 

Font B: 0.88 x 3 mm (9 X 24 dots) 

Bar-code type 
UPC-A/E, JAN-13/8, ITF, Code 39, Code 128, CODABAR,  
Code 93 

Data Buffer 15 Kb 

Interface 
Serial RS-232C (up to 115200 BPS) 

Unidirectional Parallel IEEE 1284 (Special Order) 

Drawer Kick-out 2 drawers through 1 RJ12 Connector 

Power 24 DCV +/- 7%, 1.5A,  External power supply 

External Dimensions 
(WxDxH) 

100 x 191 x 90 mm 

Reliability 
Head 100 Km 

Mechanism 30,000,000 Lines 

Safety Standards UL, C-UL, FCC Class A, TUV-GS, CE MArking 

 


