
Specifications- CMP-30 
  

Printing Method Direct Line Thermal Dot Printing 

Printing Width 72mm 

Media Width 25~80mm 

Max. Roll Diameter 56mm 

Core Size No less than 8.5 mm inside diameter 

Dot pitch 8 x 8 dots/mm 203 dpi 

Printing speed Max. 80 mm/sec 

Case Type Elastomeric over moulded Plastic 

Mechanism type Easy to load clamshell 

Interface 
USB 

RS-232C 

Optional interface Bluetooth® wireless interface and/or Wireless LAN 

Emulations 
ESC/POS 

CPCL (for Label Printing) 

User Interface 
2 keys (Feed, Power) 

5 LED's (Power, Error, 3 x Battery Status) 

Sensor & Error 

monitoring 

Paper end, Cover-open, Low battery, Head 

overheat 

Optional Mag stripe 

reader 
Track 1, 2 & 3 

Power Supply 
Li-ion battery 7.4 V 2200mAh 

AC adaptor for charging 

Weight Approx. 799g (with battery & paper roll) 

Dimensions (W x D x H) 
120 x 152 x 70 

 mm 

Operating Temperature 5 ~ 40 ºC (Guaranteed Print Quality) 

Operating Humidity 30% to 90% Relative Humidity non condensing 
 


