
Faster and Quicker speed,
Upgraded functions SRP-350plusll

BIXOLON SRP-350plusII is a 3inch thermal receipt printer to support your
successful Business all the time. SRP-350plusII is fully featured with improved
printing speed up to 250mm/sec and Smart BIXOLON software  package . 
Easy-to-use Windows driver and other various drivers make 
BIXOLON SRP-350plusII even more flexible and modern. 
Quicker speed and better reliability, you can expect from a leading manufacturer.
The modern design and small footprint enhance any environment. 

HIGHLIGHTS
• Fast printing speed of up to 250mm per second
- Optimized mechanical components and software to enable fast and stable printing
- Improved CPU (32 Bit)
- Larger memory capacity(16Kbytes)
- Two color printing
• On board USB 2.0 Standard
- Data cable included
• High speed USB 2.0
• Long lasting auto-cutter up to 1.8 million cuts with easy paper-jam removal
• Easy paper loading
• Customer oriented software tools
- Virtual Memory Switch Manager (VMSM)
- NV image download
• 2D barcode printing support
- PDF417
- QR Code
• Two different models
- SRP-350plusllC (with auto-cutter)
- SRP-350plusllA (without auto-cutter)
• Option 203dpi available
• Mac Driver support
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PRINT
• PRINTING METHOD : Direct thermal
• PRINTING SPEED : 250mm/sec (SRP-352plusll : 230mm/sec)
• RESOLUTION : Standard : 180dpi(7dot/mm)

Optional : (SRP-352plusll) : 203dpi(8dot/mm)
• CHARACTER SIZE : Font A : 12 X 24 / Font B : 9 X 17 / Font C : 9 X 24

Korean : 24 X 24 / Chinese : 24 X 24
• CHARACTERS PER LINE :

SRP-350plusll - FontA:42/FontB:56/FontC:56,
Korean:21/Chinese:21

SRP-352plusll - FontA:58/FontB:64/FontC:64,
Korean:24/Chinese:24

• CHARACTER SET : Alphanumeric Character : 95
Extended Character : 128 X 37 pages
International Character : 32

• BARCODES :
1D : EAN-13, EAN-8, Code 39, Code 93, Code 128, ITF,

Coda Bar, UPC-A, UPC-E
2D : PDF417, QR Code

PAPER
• WIDTH : 80mm
• PAPER ROLL DIAMETER : Max Ø 83mm
• PAPER LOADING : Easy Paper Loading
RELIABILITY
• PRINTER UNIT : 70 million lines
• TPH : 150 Km
• AUTO CUTTER : 1.8 million cuts
INTERFACE : USB 2.0 on board / Serial(RS-232C) / Parallel (IEEE 1284) /

Ethernet
RECEIVE BUFFER : 4 Kbytes
NV IMAGE MEMORY : 256 Kbytes(Mono)/128 Kbytes(Color)
USER DEFINE BUFFER : 12 Kbytes
EMULATION : ESC/POS TM

DRIVER : Windows,OPOS,JPOS,Linux CUPS(Linux kernel 2.4.18 and
later),  Mac Driver(Mac OS X 10.4/10.5/10.6)

SENSOR : Paper Near End Sensor, Paper End Sensor,
Cover Open Sensor

DRAWER PORT : 2 ports
POWER SUPPLY (SMPS) : AC 100~240V / DC 24V, 2.5A
DIMENSIONS : 145 X 195 X 146 (W X L X H mm)
OPERATING TEMPERATURE : 0 ~ 45˚C
OPTION
• SMPS BUILT-IN COVER (RSB350)
• WALL MOUNT (RWM350)
• SPLASH PROOF COVER (RSC350plus)
• BIXOLON MELODIST (RMB100)
• VERTICAL STAND (RVS350)

Fast printing of text and images
To speed up customer transactions without sacrificing performance, the SRP-
350plusll prints texts and graphics at a consistent speed of 250mm per second
which is amazingly 25% faster than the industry leading the SRP-350plus.
The SRP-350plusll guarantees smooth and speedy printing without any
interruptions during printing.

High-speed on board USB 2.0 standard
The SRP-350plusll has USB 2.0 interface on the main board as a standard and has
an additional interface slot for an optional Serial, Parallel or Ethernet interface
card. New POS systems are starting to be equipped with USB 2.0 but most thermal

printers in the market only support version 1.1 of
USB whose full speed is 12 Mbps. BIXOLON SRP-
350plusll now supports the new  USB 2.0 standard
with a High Speed of 480 Mbps.

SNOITACIFICEPSSERUTAEFTCUDORP

USB 2.0 on board

SRP-350 Series Interface Card Compatibility

SRP-350plusII PSP (POS Software Package) Launcher
Available
POS Software Package has
many valuable and convenient
functions.
Intelligent Interface Auto-
installer, Reverse Printing
(Rotation), Barcode Setting,
Margin Crop (Paper saving
function), Text & Image Macro,
NV Image management all
available.

Two different models
• SRP-350plusllC (with auto-cutter)
• SRP-350plusllA (without auto-cutter)

www.bixolon.com

BIXOLON Headquarters
Address#A-5F, Digital Empire Building, 980-3,
Yeongtong-dong, Yeongtong-gu, Suwon-si,
Gyeonggi-do, 443-702, Korea
Tel +82 (0) 31 218 5500Fax +82 (0) 31 218 5589
E-mail sales@bixolon.com

BIXOLON America Inc.

BIXOLON Dongguan
BIXOLON Europe GmbH

This publication contains product descriptions without obligation.
All features and specifications are subject to change without notice. January2011

Model

SRP-350

SRP-350II

SRP-350plus

SRP-350plusII

RIF350R

RIF350R

RIF350R

RIF350R

RIF350P

RIF350PlusP

RIF350U

RIF350UII

N/A

N/A

RIF350E

RIF350E

RIF350E

RIF350E

Serial Parallel USB Ethernet

Address: 142 Wicks Road
North Ryde, Sydney NSW 2113
Ph 02-8875 4544 Fax 02-8875 4588
email: pos.sales@goodson.com.au
www.goodson.com.au

Australian Distributor:
Box Hill, Melbourne, Victoria
Hamilton, Brisbane, Queensland
Mile End, Adelaide, South Australia
Bibra Lake, Perth, Western Australia

Auckland, New Zealand

Branches in:

RIF350PlusP

RIF350PlusP



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


