
Product key features:

Ideal for interactive displays
Improved ergonomics with easy adjustments from a seated position
Flexible mounting with Desk Clamp and Bolt Through options included
Easy installation
Comes with all mounting hardware included
Can be freely adjusted from a seated position thanks to Dynamic Lift Assistance™ technology
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The new Levitate® mount is a dramatic step forward in both functionality 
and aesthetic design, combining unsurpassed convenience and 
versatility with a breathtaking appearance that enhances virtually any 
workplace environment. Polished aluminium and stainless steel finishes 
with touches of white or black colour combinations will suit different 
decors and architectural spaces. Dynamic Lift Assistance™ technology 
allows the arms to be raised, lowered and rotated 360°, independently. 
As a result users can position monitors, even those up to 8kg (17.6lbs) 
with unparalleled ease.

Standard single display arm | L-PB (Polished Black) 
and L-PW (Polished white)

Optional base rotation 
of 360° or 180°

Allows full range of movement 
via  3 pivot points

Adjustable tilt (90° up and 10° 
down), pan (90° left and 90° right)

Landscape to 
portrait display 

rotation

Visual spring gauge to assist 
in multiple installations

Includes bolt though and desk 
clamp mounting options

Internal cable 
management

Mounting hole pattern:
75x75mm, 100x100mm
Also supports 200x100mm via additional adaptor 
plate AC-AP-2010 (sold separately)

Maximum weight carrying capacity:
From 2kg (4.4lbs) to 8kg (17.6lbs)

®

®



General Features

LOAD 2kg (4.4lbs) Minimum - 8kg (17.6lbs) Maximum 

DISPLAY COMPATIBILITY
Supports displays with VESA mounting configurations:
• 75 x 75mm • 100 x 100mm

MOUNTING OPTIONS
Levitate Articulated Monitor Arm Single includes 
Bolt Through and Desk Clamp mounting options:
• Bolt Through
   desktop thicknesses of 13mm-43mm (0.5”-1.7”)
• Desk Clamp
   desktop thicknesses of 10mm-50mm (0.4”-2”)

INCLUDED HARDWARE
All fasteners are included.

CABLE MANAGEMENT
Internal cable management system includes
Cable Covers for upper and lower arms.

COLOUR
L-PB  Polished Aluminium/Black
L-PW  Polished Aluminium/White

1    100°    Tilt

2    180°    Pan

3    360°    Joint rotation

4    180°/360°   Base rotation

5    110°    Portrait to Landscape

Dimensions

-90° 
Upward Tilt

TILT 

100° TOTAL

100mm 75mm
+10° 

Downward Tilt

Dimensions    

FULL EXTENSION

Mounting Options

DESK CLAMP BOLT THROUGH
Section View

Note: The Bolt Through Fasteners supplied with this
product support desk thicknesses between 14-43mm
(0.5”-1.7”).
M8 bolts can be used to suit desk thicknesses outside
this range. Bolt length=desk thickness+25mm (1”).

Bolt Through
Washer

Bolt Through
Fastener

590mm (23.23”)

Minimum height
170mm (6.7”)

Maximum reach 553mm (21.77”)

Maximum height
580mm (22.83”)

DESK CLAMP ONLY
Minimum distance between

desks 18mm (0.71”)

DESK CLAMP ONLY
Distance from edge
of desk, 50mm (2”)

Minimum reach
70mm (2.76”)

127mm (5”)

Ø104mm (4”)

40mm
(1.58”)

15.25mm (0.60”)

25mm
(1”)

Desk thickness
13mm-43mm

(0.5”-1.7”)

Ø8mm (0.32”)
drilled hole

116mm (4.57”)

up to
50mm 

(2”)
65mm
(2.56”)

75mm
(3”)

180mm (7.08”)

Dimensions    
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Technical drawings

Product information

Package information, single unit

Package information, master pack

Product Code

Size (L x W x H)

Size (L x W x H)

L-PB 
L-PW

41.5cm x 37cm x 12.5cm
(16.3” x 14.6” x 4.9”)

50cm x 43cm x 40cm
(19.7” x 16.9” x 15.7”)

One display from  
2kg (4.4lbs) to 8kg (17.6lbs)

4.72kg 
(10.38lbs)

20.4kg 
(44.88lbs)

Aluminium/Steel

881493006461 (L-PB)
881493006485 (L-PW)

881493006478 (L-PB)
881493006492 (L-PW)

Polished Aluminium/Black
Polished Aluminium/White

All hardware required for 
installation supplied

4

Load capacity

Ship weight

Ship weight

Material

UPC code

UPC code

Colour

Contents

Units per master pack

Atdec mounts are designed, developed and tested in Australia. We manufacture an extensive range of 
display and projector mountings for a variety of user types and situations. While all efforts have been 
made to ensure the information in this brochure was correct as of the date of printing, we reserve the 
right to change specications without notice. Please refer to the website for our full range along with 
the latest details on specications, compatibility and dealer location. Atdec and Levitate are registered 
trademarks with all rights reserved. Copyright July 2013. V3
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